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Bronze

Black

Urban Grey

Silver 

Frame colour:

Wind pressure 
resistance
WIND
41m/s

Snow load 
resistance
SNOW
600N/m2

Strength:
Engineer
Certified
AS

1170

If you are looking for something a cut 
above the rest, this is it! 
...a new style of cantilevered shade that looks great and can be 
used anywhere. 
The compact, prefabricated kit makes it very easy to install, taking 
approx 4 -6 hrs.
It has a 7 year warranty and most importantly, it is also engineered 
& certified to Australian standards. Produced to the highest quality 
standards, this state of the art technology is sophisticated yet 
simple, and above all, an affordable alternative.

Approx 250 times stronger than glass!
Polycarbonate sheets have impact resistance approx 250 times 
higher than glass & can even withstand being hit with a hammer. 
Designed to withstand any weather conditions.

Strong & Durable!
Frame work is made from high quality anodised aluminium with 
built-in gutters and rainwater down pipes. This ensures a corrosion 
free, long lasting shade system.

Sun protection!
The polycarbonated sheets have been designed to reduce heat 
by 75% & provide 99% UV protection.

DIY Kit!
The Cantaport comes in a compact, easy to install kit. Totally 
prefabricated, pre-drilled, and pre-cut to length!

 
 



KCRseries

•	 Designed to suit any application, be it carports, patios, 
pool areas or alfresco dining

•	 A range of colours to suit your environment
•	 Engineered & certified to Australian Standards & wind 

ratings
•	 Slim-line & smooth appearance with matching gutters & 

rainwater downpipes
•	 Camouflaged fixing points, concealed brackets & 

effortless lines
•	 Each style has variance in maximum lengths of overall 

structure 
•	 Structure is formed with strong, high quality materials
•	 Anodised aluminium framework ensure a corrosion free, 

long-lasting structure
•	 Easy maintenance 
•	 Polycarbonate roof sheeting reduces heat by 75% & 

provides 99% UV blockout
•	 Completely prefabricated kit with easy DIY instructions
•	 Strong & durable
•	 The Cantaport comes with a 7 year warranty on all 

components

 

KCR benefitsPRODUCT CODE No of 
posts

*SIZE (mm)
       L   x   W  x   H (max)

KCR - Single KCR-5130
KCR-5830
KCR-5814.30W

2
3
4

5057 x 3000 x 3010
5775 x 3000 x 3010
7211 x 3000 x 3010

KCR - In Line KCR-5151.30W
KCR-5858.30W
KCR-515151.30W
KCR-585858.30W

4
6
6
9

10078 X 3000 X 3010
11514 X 3000 X 3010
15099 X 3000 X 3010
17253 X 3000 X 3010

KCR Y Connection          KCR M Connection KCR Y Connection
KCR-51.3030Y
KCR-58.3030Y
KCR M Connection
KCR-51.3030M
KCR-58.3030M 

4
6

4
6

5057 x 6028 x 3010
5775 x 6028 x 3010

5057 X 6022 X 3010
5775 X 6022 X 3010

KCR - Mini KCR-2220
KCR-2920
KCR-5120

2
2
2

2185 X 2030 X 2512
2903 X 2030 X 2512
5057 X 2030 X 2512

KCR Wide beam KCR-5142H 
KCR-5842H
KCR-5151H
KCR-5160H
KCR-5860H

4
6
4
4
6

5057 x 4200 x 2663
5775 x 4200 x 2663
5057 x 5100 x 2758
5057 x 6057 x 2860
5775 x 6057 x 2860

KCR Triple beam KCR-5172H
KCR-5872H
KCR-5180H
KCR-5880H 

4
6
4
6

5057 x 7200 x 3150
5775 x 7200 x 3150
5057 x 8000 x 3272
5775 x 8000 x 3272
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Standard post height on all models 2310mm.  (This measurement is from under gutter to ground level)


